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SMS and APP

Can change interval time
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History route
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One-button emergency alarm
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L LS = 1 OOT 2 Tracking Platform

Regular upload

Solar powered gps, long life time.
Y Continuous operation mode

Q_ Query status

8§13 1 1779 & 1135mm(L) x 80mm(W) x 19mm(H) B2 Owner Binding

3000mAh (Lithium polymer battery)

§ 1-20°1075°C ' Solar charging

The LLS-100T is a positioning terminal specially designed for marine positioning monitoring applications.
LLS-100T can realize the position monitoring and tracking of outdoor valuable assets such as ships
through GPS/BD satellite positioning technology, solar charging technology, GSM/GPRS communication

technology, and multi-mode flexible configuration of location service monitoring and management system.




LLS-100T

Shenzhen Dragon Bridge Technology Co., Ltd.
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Region GSM module GNSS Type Position Accuracy
LLS-100T | Worldwide GSM 350/900/1800/1990Mhz u-blox AII-m-Qne GNSS <10m
(Optional for 4G Version) receiver

Port for software

SPECIFICATIONS

A-GNSS Auxiliary
Module
GNSS type

Working humidity

Module of 4G Version

GPS chip

Solar panel specifications
Protection level

CPU

Tracking sensitivity
Capture sensitivity

Channel
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Satus light
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- 3.7V 3300ath
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7" SOS button

Network communication module Alarm Iight

Speaker

Support
Low-power MCU+CDMA/GPRS module
GPS/Beidou dual-mode positioning module+G sensor

30%-95% RH does not clot

LTE FDD:B1/ B3/ B5/ B8

LTE TDD :B38/ B39/ B40/ B41

WCDMA: B1/ B8

TD-SCDMA B34/ B39

3G: CDMA: BCO

GSM:900/1800MHz

MTK AG3331 (The whole: GT1612-AGBD)
Single crystal gauge, voltage 5.5V, 17.current 200mA, conversion rate 21.5%
Waterproof IP67

STM32L151CCT6

-165dBm

-156dBm

66 search channels and 22 simultaneous tracking channels
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